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Special offer  
3D-Measuring Machine RAPID CNC 

 
 

    
 
 
 
 
 

 
 
Machine delivery contains:  
1. 3D-Coordinate Measuring Machine RAPID CNC - MPEe=2,2+L/350, MPEp=2,5µm 
2. CNC-control unit and Joystick from RENISHAW 
3. DELL PC with newest configuration, WINDOWS XP, 20" TFT monitor, colour printer from Dell, 3 years warranty   
4. a.).Manual rotate- and swingable probe head TP8 / b.) Probe head RTP20 inclusive TP20 probe and 1 module 
5. 10 piece set of M2 stylus in a box, 1 calibration ball Ø25 with M8 thread 
Further you will receive the following equipment according to your requirements: 
 

 BASIS STANDARD LUXUS 
Changer No No MCR20 changer 
Probe TP8 TP8 RTP20 
Software CAPPS PS CAPPS BASIC+ CAPPS BASIC+ 
Measuring area  
700x500x400mm 
 

Order No.: 

 

29.900 € 
 

P754-PS-bs-TP8-e 

 

31.900 € 
 

P754-BS-st-TP8-e 

 

36.900 € 
 

P754-BS-lx-rtp-e 
*Prices are Ex work / Training, installation, travel expenses are not included / Warranty period: 12 months.  

The Offer is valid until 31.12.2009. 

b.) RTP20 Probehead 
manual-automatical, 
rotate- and swingable 
probe head with TP20 
probe and 1 module. 
Turns and rotate by 
using a ball rod 

10 piece stylus box. 

Double passive 
vibration damping 
is integrated in the 
support frame as a 
standard. 

Joystick MCU Lite
from Renishaw with 
function keys and 
speed regulation. 
 

 

Granite guide ways of highest quality 
secures high thermal stability, precision and 
mechanical rigidity. Through the high 
precision of the guides and the high quality of  

 
the surfaces the air consumption of the  
air bearings is minimised. 
Completely encompassed guide ways 
optimize the repeatability of the measuring 
results. 

a) TP8      
manual, swingable  
probe head with M3 
thread. Must be 
recalibrated after 
turning and rotation. 

Probe Heads from 
RENISHAW 

User friendly inspection software “CAPPS”: 

a.) CAPPS PS 
Measuring of geometrical elements 
with graphical analyses. All the 
elements are displayed on the 
screen. Generate inspection reports 
automatically with text and graphics 
No CAD import available. 

b.) CAPPS BASIC Plus 
CAD import available. Measuring 
of geometrical elements against 
CAD model. Digitize and scan 
curves from parts. 3D graphical 
display of all measured and 
nominal features. GD&T 
Tolerance and Report Generation. 

Probe changer  
MCR 20 
Useable with the 
RTP20 for full 
automatic system 
operation. Stores up 
to 6 probemodules. 


